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Bifacial Dual Glass |
18BB Half-cut N-type
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18BB Half-cut Cell Technology

Lower LID/LeTID degradation and better low light performance
Attenuation < 1% (1st year) / <0.4% (Linear)

SYSTEM & PRODUCT CERTIFICATES |||

IEC 61215/ 1EC 61730/ UL 61730

Industry Leading High Yield

Bifacial N-type cell technology,
Dual-sided power generation gain from back side depending on
albedo, significantly reduce LCOE

1SO 9001: 2015 Quality Management System

ISO 14001: 2015 Environment Management System

IS0 45001: 2018 Occupational Health and Safety
Management Systems
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Excellent Anti-PID Performance
192 hours Anti-PID test

Wider Application

No water-permeability and high wear-resistance,
can be widely used in high-humid, windy and dusty area

| PERFORMANCE WARRANTY [/

30 . Linear Performance Warranty
Years

Power Output

Ommt Standard Performance Warranty
100% -99%
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IP68 Junction Box

High waterproof level
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Guaranted Power
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ELECTRICAL CHARACTERISTICS

STC | NMOT STC | NMOT STC | MMOT sTC : NMOT sTC : NMOT
705 | 540 70 | 543 75 | 547 720 | 581 725 | 555
4070 | 3830 | 4090 | 38s0 | 4110 | 3870 | 4130 | 3880 | 4150 | 39.00
1793 | 1408 | 1736 | 1412 | 1740 | 1416 | 1746 | 1419 | 1747 | 1423
4880 | 4630 | 4900 | 4450 | 4920 | 4670 | 4940 | 4690 | 4940 | 4710
1836 | 14.80 1840 | 14.83 1844 1 1484 1849 | 1490 1853 | 1494
22.70 22.90 23.00 23.20 23.30
STC: Irradiance 1000W/m?, Spectra at AM1.5, Module Temperature 25 . Power output tolerance: 0~+5W, Test uncertainty for Pmax: +3%
MMOT: Irradiance BOOW/ m?, Spectra at AM1.5, Ambient Temperature 20 T, Wind speed 1m/s
REAR SIDE POWER GAINIREFERENCE TO 705W FRONT)
5% 10% 15% 20% 25%
740 776 811 B4 B8
40.70 40.70 40.70 40.70 40.70
18.20 19.06 19.93 20.80 21.64
48.80 48.80 48.80 48.80 48.80
19.28 20.20 211 22.03 22.95
MECHAMNICAL CHARACTERISTICS Electrical Performance
M-type Mano-Crystallin [18Busbar] TMEGS &M, TOEW
132pcs in saries (6*22] - = E
2384*1303*33mm |93.86*51.30°1.30inches) u = -
38 kg (24 88lbs. | 3 E — —_— a 5
2.0mm AR Coating Semi-tempered Glass E : — B - —— 3 ‘Il.x E E
2.0mm Glazed Semi-tempered Glass : - - —1— = wﬁ E
Ancdized Aluminium Alloy o Lasbe-——d - - t —

IP48, 3 Bypass Diodes

4mm? [IEC], 12AWGIUL)
350+ 2B0(-Immi in Length or Customized Length

MCEMCE-EVD2A/Others

APPLICATION CONDITIONS

1500%/0C

-40PC-+85°C

354

Class I

Front side 5400Fa, Back side 2400Fa

BlRa+5%

*Refer to the installation manual for details

TEMPERATURE CHARACTERISTICS

-0.29%,°C
-0.24%,°C
+0.043%/°0
E3xFC
PACKING CONFIGURATIOM
k| 3alusal
594 495

curem BEOEEE B

The specification and key features described in this datasheet may desiate slightly and are not guaranteed. Due to ongeing innovation, RED
enhancement, Suzhou Talesun Solar Technologies Co., Ltd. resarves the right to meke any adjustment to the information described herein at any
tirne withaut notice. Please always obiain the most recent version of the datasheet which shall be duly incorporated inte the binding contract made
TALESUN by the parties gaverning all transactions related to the purchase and sale of the praducts described herein.



